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BASE OPTION: 
LOWER VOLUME CLADDING: VARIEGATED BLACK RUNNING SOLDIER COURSE BRICK WITH SAWTOOTH FACADE RELIEF
SCREEN: ANODIZED PERFORATED SAWTOOTH SCREEN , 2 VERTICALLY OFFSET ROWS

ALTERNATE OPTION 1: 
LOWER VOLUME CLADDING: GRAY ACCOYA  WOOD SIDING W/ ACCOYA FINS
SCREEN: ANODIZED PERFORATED SAWTOOTH SCREEN, 2 VERTICALLY OFFSET ROWS

ALTERNATE OPTION 2: 
LOWER VOLUME CLADDING: VARIEGATED CHAMPAGNE METAL PANEL W/ ACM VERTICAL FINS; 4 ROWS OFFSET CASSETTE TILE PATTERN
SCREEN: CHAMPAGNE METAL PANEL W/ ALTERNATING PERFORATED PANELS ; 4 ROWS OFFSET CASSETTE TILE PATTERN

NORTH ELEVATION RENDER SOUTH ELEVATION RENDER

NORTH ELEVATION RENDER SOUTH ELEVATION RENDER

NORTH ELEVATION RENDER SOUTH ELEVATION RENDER


